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Declaration of Performance 
No.:PS-14003 (15) 

 

1. Unique identification code of the product-type: 
 

Marmox MSP360 Premium Adhesive and Sealant (Clear) 
 

2. Type, batch or serial no. or any other element allowing identification of the construction product as 
required pursuant to article 11(4): 
 

See packaging for batch number 
 

3. Intended use or uses of the construction product, in accordance with the applicable harmonized 
technical specification, as foreseen by the manufacturer: 

 
Sealant for facade application interior and exterior – Conform EN 15651-1:2012 

 
 
4. Name, registered trade name or registered trade mark and contact address of the manufacturer as 

required pursuant to article 11(5): 
 

Marmox UK Ltd. 
Caxton House 

101 – 103 Hopewell Drive 
Chatham 

Kent 
United Kingdom 

ME5 7NP 
 

 
5. Where applicable, name and contact address of the authorized representative whose mandate covers 

the tasks specified in Article 12(2): 
 

Not applicable 
 

6. System or systems of assessment and verification of consistency of performance of the construction 
product as set out in annex V: 

 
 System 4, plus 3  

 
7. In case of the declaration of performance concerning a construction, product covered by a harmonized 

standard: 
 

The notified body IFT Rosenheim, identification number NB 0757, performed the determination of 
the class as regards the reaction to fire, under system 3 and issued: a test report 
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8. In case of the declaration of performance concerning a construction product for which a European 
Technical assessment has been issued:   

 
Not applicable 

 
9. Declared performance: 
 

 

Essential characteristics Performance Harmonized technical 
specification 

Reaction to fire Class E EN13501-1:2012 

Release of chemical dangerous to the 
environment and health 

NPD EN13501-1:2012 

Water tightness and air tightness  

Resistance to flow ≤ 3 mm EN13501-1:2012 

Loss of volume ≤ 45 % EN13501-1:2012 

Tensile properties: elongation at break 23°C >25% EN13501-1:2012 

Durability No Defects EN13501-1:2012 

Conditionning   :  methode A 
Substrate         :  Aluminium 

 
 

10. The performance of the product identified in points 1 and 2 is in conformity with the performance in 
point 9.  
 
This declaration of performance is issued under the sole responsibility of the manufacturer identified in 
point 4.  

 
Signed on the behalf of the manufacturer by: 
 
 

Martin Bass 

Name 
  

13/10/2020       
Date of issue    Signature 

 

 

 
 
 
 

 

 

 

 

 


